PosiTector® DPM Probe Order Guide
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* Wet Bulb Temperature displayed/recorded on PosiTector Advanced (3) models only
Specifications Range Accuracy Resolution . .
ErTTT T + Magnetic surface temperature sensor with armored cable and
— — 01°c locking device to prevent accidental disconnection from the
Surface 80"to 190°C *15C instrument during unattended operation
Temperature | _,q5° 3 g . .
catid (A Fi 2K o01'F + Includes magnetic tab to attach the PosiTector body onto
175't0 375°F +3'F steel structures
o a *1°C+ .
Infrared Surface] ' o C | orcior | OTC ' '
Temperature* . . t9F+ . Easily converts to accept other optional -
- 0TI6F | o0 0.1°F ) . == :
(0.01°F/'F) K-type thermocouple sensors including
Air -40°t0 80°C (.50 01°C =
Temperature | _40°to 175°F =1°F 0.1°F (a) hand-held surface temperature sensor
Humidity 0 to 100% +3% 0.1%
ind Sooeqt |22 e R 01 mis (b) liquid temperature sensor
AP0 | omaampn | =" % [0 1 mph
-60"t0 80°C +3C 0.1°C =
Dew Point : = = = =
—760175F | =54F 0.1°F //A\\ i
*DPM IR models only %
** At 23° C ambient k/ (b) Z
"DPM A models only

* dependent on RH. See www.defelsko.com/TdAccuracy for more information
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