
PENETRANT RESISTANT • CURRENT REGULATOR 
HOMOGENEOUS BEAM • IP68 WATERPROOF

Option 1: UVG3 2.0 Spotlight Option 2: UVG3 2.0 Midlight Option 3: UVG3 2.0 Floodlight

Part Number: L134 Part Number: L135 Part Number: L136

Irradiance: ≈ 90 000 μw/cm2 Irradiance: ≈ 9 000 μw/cm2 Irradiance: ≈ 4 000 μw/cm2

Beam diameter > 1000 μw/cm2: 
3 inches / 7  cm

Beam diameter > 1000 μw/cm2:  
3¾ inches / 9½ cm

Beam diameter > 1000 μw/cm2: 
4  inches / 12 cm

Battery running time: 4 hours Battery running time: 8 hours Battery running time: 4 hours

UVG3 2.0 Floodlight is the only torch UV LED light in  
the world in compliance with Rolls-Royce RRES 90061 
and Airbus AITM-1001!

ROLLS-ROYCE RRES 90061 
COMPLIANT MODEL

UVG3 2.0 SERIES 
 PENETRANT RESISTANT UV INSPECTION LIGHT
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INCLUDED IN THE PACKAGE

DOUBLE KIT: 2 UVG3 2.0 lamps, I UV goggles, I external 
charger, I car charger, 3 extra batteries, I carrying case,  
2 belt holsters, 2 rubber bumpers

SINGLE KIT: I UVG3 2.0 lamp, I UV goggles, I external 
charger, I car charger, 2 extra batteries, I carrying case,  
I belt holster, I rubber bumper

RUBBER BUMPER (P/N: F107)

DAILY CHECKS CAN BE DONE WITH  
OLYMPOS MEASUREMENT STAND (P/N: A542)

UVG3 2.0 SERIES ACCESSORIES

UVG VARIABLE 
GOOSENECK ARM 

(P/N: A532)
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